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For a successful proceeding please follow the instructions step by step! 
 
Fc vlr kbba ^kv ^ppfpq^k`b mib^pb `lkq^`q Qbpqfkd Qb`eklildfbp« `rpqljbo `^ob abm^oqjbkq7 

 Mr. Dirk Borowski 

 Phone: +49 30 726 19 19 0 

 Email: ttcn3-support@testingtech.com 
 
For bug and error reports please use our ticket system at www.support.testingtech.com. 

1. Requirements 

 Operating Systems: Microsoft Windows XP, Vista, 7 (x86-32, x86-64) 
  Red Hat Enterprise Linux (GTK, x86-32, x86-64) 
  Fedora (GTK, x86-32, x86-64) 
  SUSE Linux (GTK, x86-32, x86-64) 

 Java 2 Platform (JRE): Version J2SE 6.0 (1.6.x) 
  Download at www.oracle.com/technetwork/java/javase/downloads/index.html. 

  Please note that we strongly  recommend to use the above Java JDK. With the  
  OpenJDK/IcedTea for Linux the TTworkbench license will not work correctly . 

 Memory: 2 GB (4 GB recommended) 

 
Reference ID and License File 
 
Before you download TTworkbench and TTsuite-IPV6, make sure you received a valid Reference ID  
and license file. Otherwise please contact our sales team at sales@testingtech.com. 

2. Download 

Mib^pb rpb Qbpqfkd Qb`eklildfbp« altkil^a mloq^i7www.testingtech.com/support/downloads.php. 

Step 1  

Select the latest version of TTworkbench (Express, Basic or Professional) for your platform. 

Step 2 

Enter your Download Reference ID (valid for TTworkbench AND TTsuite-IPV6). 

Step 3 

Download the file and save it in your favored directory.  

NOTE!  With the Linux version of Microsoft Internet Explorer, the browser saves the .jar file as .zip.  
Just rename it back to .jar. 

Step 4 

Repeat steps 1-3 to download TTsuite-IPV6 Developers (TTsuite-IPV6_1.x.x-archived-site.zip). 

Step 5 

Save the license file license.dat  in your favored directory. 
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 3/7 Cfopq Pqbmp Rpbo«p Drfab QQprfqb-IPv6 

3.  Installation 

3.1. TTworkbench 

Step 1 

Windows Platform: 
Double click on TTworkbench XXX- v1.x.x - installer.exe  

(to be found on desktop or selected directory). 

Linux Platform:  
Use command line  
java - jar TTworkbench XXX- v1.x.x - installer.jar  

 

Step 2 

Cliilt qeb mlm rm fkpq^ii^qflk tfw^oa¡ 

On request, browse for the valid license file license.dat , already  

saved in your favored directory. 

(TTsuite-IPV6 and TTworkbench require a valid license file for  
execution, which was sent to you by mail.)  
 

Step 3 

Start TTworkbench from created desktop icon or menu entry. 
  

Step 4 

Start a new workspace by accepting the default workspace  
location on request or choose an existing one.  

3.2. TTsuite-IPV6 

Step 5 

In the TTworkbench menu, click on menu item  
Help Ą Install New Software...  
 

Step 6 

A password requirement window pops up. Click cancel.  
A login requirement window pops up. Type in: 

Username: TTworkbench 
Password: [Your reference ID] 

Click >aa¡ Ą Archive.  

Choose the downloaded installation file 
TTsuite-IPV6_1.x.x-archived-site.zip and type a name for this 
TTsuite. Choose the test suite, click Next Ą Next.  

Accept the terms of license agreements. Finish and confirm the 
restart of TTworkbench. 
 
 

Further details about installation you can find in Chapter 2 of the integrated Users Guide.  
Click on: Help Ą Help Contents Ą Testing Tech TTworkbench Users Guide.  
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4. Running My First Test Case 

 

Step 1 

Open the TTsuite-IPV6 folder in the Package Explorer  
(TTCN-3 Development Perspective). 
 
 

 

 

Step 2 

Open the folder ttcn3 and double click on the test campaign  
loader file AtsI Pv6_Core_TestControl _Eval.clf .  

(The perspective will automatically switch into the  
TTCN-3 Execution Management.) 

 

 

Step 3 

Start an IPv6 stack (IUT) on any PC connected to the test PC.  
More information you can find in the integrated IPv6 Users Guide  
in this project under \al`) @e^mqbo 1 ¬Qbpq @lkcfdro^qflk­+ 

 

 

Step 4 

Click on AtsIPv6_Core_TestControl to edit at least the following  
parameters in the Parameter View (below Management View): 

 ̄PX_NET_DEVICE_ID_1  
   (ID for the first net device) 

 ̄PX_MAC_UCA_IUT_1  
   (unicast MAC address of IUT) 

 ̄If necessary: PX_MAX_UNICAST_SOLICIT_IUT  
   (number of NUD neighbour solicitation) 
 
 

Step 5*  

Execution:  
Select the test case TC_COR_1412_01 by single click and  
press the Execute tests button       .  
 
 
 
 
 

*  Further details about execution via command line you can find in the integrated Users Guide, Chapter 
  ¬@ljj^ka-ifkb Jlab­+ @if`h lk: Help Ą Help Contents Ą Testing Tech TTworkbench Users Guide.  


